
33-28.06.  Fences and walls.  

 (a) Submittal. No permit for a fence or wall shall be issued unless the 

applicant for the permit has filed with the building official a drawing 

showing the location, height and type of wall or fence to be located, 

erected, constructed, replaced, reconstructed or altered, and showing that 

such wall or fence shall be in compliance with this article.  All set-backs 

shall be indicated on the drawing from property lines and structures. 

 (b) Where allowed. Fences and walls are allowed in all zoning districts.  

 (c) Compliance with article. No person, after the effective date of this article, 

shall locate, erect, construct, replace, reconstruct, or alter, any fence or 

free standing wall in any zoning district within the City of DeLand, unless 

a permit has been obtained from the building department. No such permit 

shall be issued unless the application for the permit has been filed with the 

building official, along with a drawing showing the location, height and 

type of wall or fence proposed to be located, erected, constructed, replace, 

reconstructed or altered, and showing that such wall or fence shall be in 

compliance with this article. All set-backs shall be indicated on the 

drawing from property lines and structures. 

  (d) Height restrictions.  

  1. In the R-R, R-R1, R-1AA, R-1A, R-1B, R-1, R-2, P-1 and C-2A 

zoning districts, except as part of the fencing around the perimeter of 

a subdivision, no freestanding wall or fence located within the front 

yard setback area or within the street side yard setback area shall 

exceed four feet in height. In the R-R, R-R1, R-1AA, R-1A, R-1B, R-

1, R-2, P-1 and C-2A zoning districts, all other freestanding walls and 

fences shall not exceed six feet in height.  

  2. In the R-8, R-12, R-16, R-M, BR, C-1, C-2, C-2AC and C-3 zoning 

districts, free standing walls and fences shall not exceed eight feet in 

height. Parcels adjacent to a single-family dwelling district must 

construct an eight-foot-high fence or wall with a minimum of an 80 

percent uniform visual screen if buildings exceed 35 feet in height.  

  3. In the C-4 and M-1 zoning districts, freestanding walls and fences 

shall not exceed eight feet in height. 

  4. In the E-1 zoning district, freestanding walls and fences, in excess of 

six feet in height, but not to exceed ten feet in height, may be located 

no closer than 20 feet to any adjacent property and/or public right-of-

way. All other freestanding walls and fences may not exceed a height 

of six feet.  

  5. Height of fence or wall shall be measured from the original grade 

closest to the property where the wall is constructed. Upon 

determination by the chief   building official that a berm 

will not damage vegetation, plant life or trees, the height requirement 

may be met with a combination of an earthen berm and a fence or 

wall, but shall not exceed the maximum allowable height of a specific 

zoning district.  

 (e) Restrictions of location near fire hydrants. No freestanding wall or fence 

shall be located within 25 feet of a fire hydrant without written approval of 

the chief of the fire department. The chief shall not grant such approval 

when such wall or fence will hinder his men and machines in the fighting 



of fire.  

 (f) Height limitation at street intersections. All fences and walls shall comply 

with the clear visibility triangle provisions in section 33-90.03 of this 

chapter.  

 (g) Permissible materials. All freestanding walls and fences shall be 

adequately secured and designed to withstand stresses to which they may 

reasonably be expected to be subjected, and shall be constructed of any of 

the following materials or combination thereof:  

  1. Wood (except slash bark) of rot- and termite-resistant species, or 

chemically treated or painted to resist rot and termite attack.  

  2. Steel posts, wire, and other metal fabrication. 

  3. Ornamental iron. 

  4. Concrete, masonry or, with the approval of the city engineer, masonry 

clad polystyrene or a similarly structurally durable product. 

  5. Vinyl, prefabricated, ornamental. 

  6. Barbed wire is only permitted for security fences in the M-1 and C-4 

districts and fences that may be erected around high voltage 

substations, pumping stations, public service utilities, school yards, 

public playgrounds, public parks, cemeteries and governmental or 

public utility owned property.  

  7. Native vegetation may be used in lieu of a fence or wall that meets 

the following conditions: 

   a. Vegetation is existing and in good condition; 

   b. Vegetation is at the required height per zoning district; 

   c. Vegetation provides at least a visual screen of 80 percent. 

 (h) Prohibited materials. No such wall or fence shall be constructed of:  

  1. Electrically charged materials. 

  2. Barbed wire (except as permitted in section (g)6. above). 

  3. Rubble, scrap iron, bottles, junk and any other like materials. 

 (i) Maintenance. The owner or owners shall maintain any freestanding wall 

or fence thereof, and all support and/or bracing shall be placed towards the 

interior of the property on which the wall or fence is located.  

 (j) Height limitations for security fences. The height restrictions pertaining to 

freestanding walls and fences herein above set forth shall not apply to 

security walls or fences that may be erected around high voltage 

substations, pumping stations, public service utilities, school yards, public 

playgrounds, public parks, cemeteries, and governmental or public utility 

owned property located in any residential zone.  

 (k) Location. Unless specifically addressed under the Gateway District 

Overlay, fences and walls shall be located as follows, except for security 

fences:  

  1. Nonresidential uses shall not have fences or walls located in the front 

landscape buffer or along the property line adjacent to any right-of-

way.  

  2. Residential uses shall be allowed to have fences and walls adjacent to 

property lines that meet the height restrictions contained in subsection 

(d) above.  
 
 
 



Community Design Standards for Fences 

 

Section 33-94.03 (h) Fences, walls, screens and landscape buffers.  

  1. Any fence, wall or visual screen which is visible from any public 

right-of-way shall be designed as an integral feature of the design of 

the principal structure, expressing similar character through the use of 

materials, colors, or textures, excluding the use of shade cloth and 

woven slats. 

  2. Long stretches of fence, wall, or screen shall be relieved through use 

of offsets, bends, breaks, landscaping, or other design device.  

  3. Landscaped berms may be utilized in lieu of a fence or wall when 

specifically approved by the city. 

  4. The use of chain link fencing is prohibited except for industrial and 

governmental owned uses that do not front on an arterial roadway. An 

exception may be made from this requirement, where existing 

vegetation or proposed landscaping will effectively screen the fence 

from view and vinyl or other permanently coated chain link is used. 

Vinyl webbing, shade screen or slats may not be used to provide the 

required screening. 

  5. Visual screens such as walls or landscaping are required to block the 

view between single-family residential and nonresidential uses. In 

lieu of the extensive visual screen, scaled down buildings or greater 

setbacks may be used to achieve compatibility.  

 


